Section 1 - GCCS Components and Comments

STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM
SITE NAME:

Cottonwood Hills RDF

L_| Control Device or Fuel Skid - describe:

Gas Mover Equipment - describe: O pen & [ne g

D Monitoring/Recording Equipment - desc:"ibe :

Comments: ?ﬁ@am\ of electrical Jine .

Section 2 - All Events

Event Description

SOP* Followed?

Type
of
Event Date/Time Start Date/Time End Duration (hours) (use pull-down menu) Yes No**
- [ < =
5 s T.494Y /128 2.1 <
A starup 3494 [ 1wl o A\

D Malfunction

Complete Section 3 Below

* Standard Operating Procedure (SOP) for Flare/Fuel Skid Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

*f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 3 - Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction is causing an unsafe operating condition (air entering landfill or piping,
smoking, vibration, or other problem), which may harm people, the environment or the landfill gas
control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3

Determine if landfill gas being released to the atmosphere (can you smell landfill gas, or measure
or detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3

If unsafe operating condition exists, or landfill gas is being released to the atmosphere,
stop (if possible) landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions

b. Place a temporary cap on piping

c. Apply other device (i.e. duct tape)

d. Shut down blower

e. Turn off main power disconnect switch to blower

f. Other (Describe):

Note: If flare is shut down, follow shutdown SOP and record shutdown time in Section 1 (above)

Detemine if other personnel or resource (qualified technician, electrician, consultant or other) are
needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6

Contact qualified personnel or resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in #5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified technician, electrician,
contractor, on-site resources, manufacturer's representative, or other).
If other resources are not needed, go to No. 9

Contact other qualified resource:
a. Record contact name, date and time:

b. Contact site representative with information recorded in #8.a.

Fix the malfunction.

Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
start-up times and dates on this form.

11:

Record date that malfunction occurred, date that malfunction was repaired, and total time that
system was out of service in boxes in Section 1 of this form.

12

Sign this form, copy it, and place itin the Start-up, Shutdown, Malfunction Report Form file.

13.

If the procedures listed above were not followed, contact the site engineer immediately.

Signature:

=
7 ==
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Section 4 - GCCS Components and Comments

STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM
SITE NAME:

Cottonwood Hills RDF

L

Control Device or Fuel Skid - describe:

=

Gas Mover Equipment - describe © OoYen’ Flezs
Monitoring/Recording Equipmert - describe:

Comments:

Kaock out Pot link [cect Afmnm

Section 2 - All Events

Type
of
Event

Event Description

Date/Time Stant Date/Time End Durstion (hours) (use puil-down menu}

SOP* Followed?

No™*

gShmdovm
K stew

] matunction

jo/s/iy e24T 5.77

S|

10/g/1iy 0322

Complete Section 3 Below

+ Standard Qperating

Procedure (SOP) for Flare/Fuel Skid Startups (Manual & Automatic) and Shuidowns are provided in SSM Plan

it SOP in SSM Pian wes not followed, notify site engineer immediately.

Section 3 - Malfunction Events Only

Checis ore of the

for each step:

Step

GcneoﬁveAcﬁoancedunMofAIMfuncﬁom

.

Determine if the malfunction is causing an unsafe operating condition (air entering landfil or piping,
smoking, vibration, or other problem), which may harm peopie, the environment of the landfill gas
control equipment.

Jf conditions are unsafe, notify your supervisor and follow steps under No. 3

Determine if landfill gas being reieased to the atmosphere (can you smell landfll gas, or measue
or detect uncombusted gas flow?).

1/ landfil gas is being released, follow steps under No.3

if unsafe operating condition exists, or landfill gas is being released to the atmosphere,
stop (if possible) landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions

b. Place a temporary cap on piping

c. Apply other device (i.e. duct tape)

d. Shut down blower

. Turn off main power disconnect switch to blower

f. Other (Describe):
Note: If fiare is shut down foMahuWnSOPandre@rdshutdownﬁthecﬁon 1 {above)

Detemine if other personnel or resource {qualified technician, electrician, consultant or other) are
needed for malfunction diagnosis.
Ifob‘!ergrsonneiormsoumesare not needed, go to No. &

Contact qualified personnel or resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in #5.2.

Start malfunciion diagnosis.

Determine if other resources areé needed fo fix the malfunction (qualified technician, electrician,
contractor, on-site resources, manufacturer's representative, or other).
i other resources are not needed, go fo No. 8

Contact other quaiified resource:
a. Record contact name, date and time:
b. Contact site Eges___e_i__ﬁaﬁve with information recorded in #8.8.

Fix the malfunction.

10.

Once the malfunction is fixed, re-startmesystemperSOPifithadbeenshutdwn, and record
start times and dates on this form.

. |Record date thet malfunction occurred, date that malfunction was repaired, and total time that

5 mwasuxofsefvicemboxesinSeeﬁon1ofmisfonn‘

it in the Start-

WMO01796




STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM
Section 1 - GCCS Components and Comments SITE NAME: Cottonwood Hills RDF
7 [Controi Device or Fuei Skid - describe:
ﬁ’ Gas Mover Equpment- descrbe:_OYen’ Flogs
Monitoring/Recording Equipment - describe :
S el Ot Pt Moiw tsuancE

Section 2 - All Events

Event Description SOP* Followed?
Type
of
Event Date/Time Stant Date/Time End Durstion (howrs) (158 puli-Gown menu) Yes No*™
B s 10/5/1¢ 085Sk 2.5 o
K s lo./?//b/ J1S2 o.l B
] wmakunction Complete Section 3 Below
'WOWW(SOP)MFHMS&GW(W!&‘ ) and Sh are provided in SSM Pian
*f SOP in SSM Pian was not followed, notitysitnmgiwermd)mm
Section 3 - Malfunction Events Only

Check one of the. ing for each step:

Step correoﬁveAcﬁoﬂPmedmuthﬂmfuncﬁom ] ploted F Not

1. |Determine if the malfunction is causing an unsafe opersting condition (air entering landfill or piping,
smoking, vibration, or other problem), which may harm peopie, the environment or the landfili gas
control equipment.

I conditions are unsafe, notify your supervisor and follow steps under No. 3

2. IDetermine if landfill gas being released to the atmosphere {can you smell fandfill gas, or measue
or detect uncombusted gas flow?).
(flandﬁﬂgasisbehg J d, follow steps under No. 3

3. [if unsafe operating condition exists, or landfill gas is being released to the atmosphere,
stop (ifpossthle)landﬁ"gasﬂcwbyoneormore of the following:

a. Close nearest valve to source of emissions

b. Place a temporary Cap on piping

c. Apply other device (i.e. duct taps)

d. Shut down blower

. Turn off main power disconnect switch to blower

Note: lfﬂafeisshwdwn,foWsmtdomSOPandrecofdshmdownmmsmtjabove)

4. roetemine if other personnel Or TESOUICe {quaiified technician, slectrician, consultant or other) are

needed for malfunction diagnosis.
Ifo#zerpersonneformsoumsamnotneeded goto No. &

5. [Contact qualified personne! or resource.
a. Record contact name, date and time:
b. Contact site representative with information recorded in #5.a.

6. |Start malfunction diagnosis.

7. iDetermine if other resources are needed to fix the malfunction (qualified technician, electrician,
coniractor, on-site resources, manufacturer's representative, or other).
if other resources are not needed, go fo No. 8

8. iContact other quaiified resource:
a. Recwdcontadname,deteandﬁme:
b. Contact site representative with information recorded in #8.2.

9. |Fix the malfunction.

10. |Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
start-up times and dates on this form.

11. |Record date that malfunction occurred, date that malfunction was repaired, and fotal time that
systemwasoutofservicehboxesinSecﬁun 1 of this form.

12. 1Sign this form, copy it, and it in the Start-up, Shutdown, Malfunction Form file.

WMO01797



STARTUPISHUTDO\M‘IMALFUNCT!ON REPORT FORM
Section 4 - GCCS Components and Comments ' SITE NAME: Cottonwood Hills RDF
[ [Controi Device o Fuel Skid - describe:
ﬁ Gas Mover Eqdpment - doscrbe:_ OVen’ Flogs
Monitoring/Recording Equipment - describe .
Comments:

:L—Juls;‘l' ?p@:ssurzﬁ, SSNSOQ_%;‘SCL/SS,NSQ‘R, @Qpicc,zpf

Section 2 - All Events

Event Description SOP* Foliowed?
Type
of
Event Date/Time Siant Date/Time End Durgtion (hours) (use pull-down memi) Yes No™
T shudown 0 fz /14 /igzé 1 ¢35 X

7 a7 / E ;
K s 10/9 /iy /- 6744 0.\ X
7] Matiunction J Complete Section 3 Below
'SMOWMMW(SW)WFHMSWW(W&‘ i) and St are provided in SSM Pian
"lfSOP!nSSMlemstoMnotﬂysitnmgimerhnwdlM.
Section 3 - Malfunction Events Only
~ § Check ore of the following for @ach siep:
A Nﬁ S

Step Corrective Action Procedurss for All Maifunctions

4. |Determine if the malfunction is causing an unsafe operating condition (air entering landfil or piping.
smoking, vibration, or other problem), which may harm peopie, the environment or the landfill gas
controf equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3

2. |Determine if iandfill gas being released to the atmosphere (can you smell landfill gas, or measue

or detect uncombusted gas flow?).
I landfifl gas is being rel sed, follow steps under No. 3

3 |if unsafe operating condition exists, of landfill gas is being relsased o the atmosphere,
stop (if possible) landfill gas fiow by one or more of the following:

a Close nearest valve to source of emissions

b. Place a temporary cap on piping

c. Apply other device {i.e. duct taps)

d. Shut down blower

. Turn off main power disconnect switch to blower

Detemine if other personnel or resource (quaiified technician, electrician, consultant or other) are

ineeded for malfunction diagnosis.
Ifoﬂzerpersonnelorrssoumsamnotmederi goto No. €

5. [Contact qualified personne! Of resource.
a. Record contact name, date and time:
b. Contact site representative with information recorded in #5.3.

6. |start maifunction diagnosis.

7 {Determine if other resources areé needed to fix the malfunction (qualified technician, electrician,
contractor, on-site resources, manufaciurer's representative, or other).
I!omaresourcesarenatneeded, go fo No. g9

9. |Fix the malfunction.

10. |Once the malfunciion is fixed, re-startmesystemperSOPifithadbeenshutdown,andrecod
start times and dates on this form.

11. |Record date that malfunction occurred, date that malfunction was repaired, and total time that
5) mwzsoutofserviceinboxeimSecnon 1 of this form.

12. |Sign this form, copy & and ce it in the Start-up, Shutdown, Malfunction R Fom file.

13. sfmeprocedurSS!medabovewerenotfoumed contact the site engineer immediately.

Signature:

WMO01798



STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM

Section 4 - GCCS Components and Comments SITE NAME: Cottonwood Hills RDF
T [Control Device or Fuel Siid - describe:
ﬁwmw-m: oYenr, Flezs
mem
Comments: — g ¢ ~
Clacs Steck deooo Roepen &, .
Section 2 - All Events
Event Description SOP* Followed?
Type
of
Event Date/Time Stant Date/Time End Durstion (hours) (use puli-Gown men} Yes No™
T s | £22-19 /7142 1.0 K
T s oY i /DZ}{C o) v
T N
[ watunction Complete Section 3 Below
‘StmeperaﬁngPrwedwe(SOP)fotheﬁue!SkidSmﬂws_" al & A i) and S are provided in SSM Pian

1t SOP in SSM Pian was not followed, notify site engineer immediataly.

Section 3 - Malfunction Events Only

Check one of the following for each step:

Step Corrective Action Procedurss for All Matfunctions

Procedure compisted Procedure Not Applicabie

control equipment.
I conditions are unsafe, notify your supervisor and follow steps under No. 3

1 |Determine if the malfunction is causing an unsafe operating condition (air entering landfil or piping,
smoking, vibration, or other problem), which may harm peopie, the environment or the landfili gas

or detect uncombusted gas flow?}.

2. |Determine if landfill gas being reieased to the atmosphere {can you smell landfill gas, or measue

1 landfifl gas is being J d, fofiow steps under No. 3

3 |if unsafe operating condition exists, or landfill gas is being released to the atmosphere,
stop (if possibie} landfilt gas fiow by one or more of the following:

&. Close nearest valve {o source of emissions

b, Place & temporary cap on piping

. Apply other device (i.e. duct tapa)

4. Shut down blower

. Turn off main power disconnect switch to blower

{, Other (Describe):

Note: If fiare is shut down foiowmuwoanSOF'andrecordshutﬁownﬁmemSecﬁon? above)

needed for malfunction diagnosis.
ifoﬂzer;p;rsonneiorrmsoumsarenotnaeded, go to No. &

4. [Detemine if other personnel or resource {quaiified technician, electrician, consultant or other) are

5. [Contact qualified personnel or resource.

a. Record contact name, date and time:
b. Contact site representative with information recorded in #5.2.

6. |Start maifunction diagnosis.

contractor, on-site resources, manufacturer's representative, or other).
i other resources are not needed, go to No. 9

7. |Determine if other resources are needed to fix the malfunction {qualified technician, electrician,

9. |Fix the malfunction.

start-up times and dates on this form.

10. {Once the malfunction is fixed, re-stattmesystemperSOPiﬁthadbeenshutdwn,andreoord

system was out of service in boxes in Section 1 of this form.

11. |Record date that malfunction ocourred, date that malfunction was repaired, and total time that

12. {Sign this form, €0 it, and it in the Start-up, Shwidown Malfunction R Form file.

13. jifthe oeedumlistedabovewarenoﬂoﬂwed contact the site engineer immediately.

Signature:

WMO01799



STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - GCCS Components and Comments SITE NAME: Cottonwood Hills RDF
Controt Device or Fue! Skid - describe:
E’G&mw-m: oYern Flezs
Monitoring/Recording Equipment - describe:
Comments: : 2
S To00 Meter Do ilvrs /F7o o Aetsre ?ﬁp[ﬂnﬁj
[4
Section 2 - All Evenis
Event Description SOP* Foliowed?
Tyee
of
Event Dale/Time Start Date/Time End Durstion (hows) | _(use pult-down menu) Yes No™
PT s | 1220014 /1999 k.7 == K
g 4)
KT st /a-ZO»/Li/_HeZ.(o B.2 )/
] marunction Complete Section 3 Below

'StmdatdOpaaﬁmﬁmdm(SOP)mtheﬁwsﬁdW(mm&mmnndSmndomsmpmvidethSMPsn

it SOP in SSM Plan was not followed, notify sits engineer immediately.

Section 3 - Malfunction Events Only

Mmdmmkw:
dure completed F ‘Not Applicath

Step ccmoﬁveAcﬁoanedummfAlmmmdiom

controf equipment.
{f conditions are unsafe, notify your SUpervisor and follow steps under No. 3

1 |Determine if the malfunction is causing an unsafe operating condition (air entering landfill of piping,
smoking, vibration, of other problem), which may harm peopie, the environment or the landfill gas

or detect uncombusted gas flow?).
1 landfill gas is being refeased, follow steps under No. 3

2. iDetermine if iandfill gas being releasad to the atmosphere {can you smell andfili gas, or measure

3. |if unsafe operating condition exists, of landfill gas is being released o the atmosphere,
stop (ifposslbte)!andﬁl!gasﬂowbymemmore of the following:

ES CIosenearestvaNemsoumeofemissions

b. Place a temporary cap on piping

c. Apply other device (i.e. duct tape)

@. Shut down blower

e. Turn off main power disconnect switch to blower

neededmmaﬁundiontﬁagmds.
If other rsonneiorresowcesarsnotmded go to No.

fomshutdwnSOPendrecordshuwwnﬁmemsm1 above)

Detemine if other personnel or resource {qualified technician, slectrician, consultant or other) are

iContact qualified personnel or resource.

a. Record contact name, date and time:
b. Contact site representative with information recorded in #5.2.

6. |Start maifunction di nosis.

contractor, on-site resources, manufacturer's representative, or other).
if other resources are not needed, go fo No. 9

7. |Determine if other resources are needad to fix the malfunction (qualified technician, electrician,

resource:
a. Record contact name, date and time:

b. Contact site Eggs_gn_faﬁve with information recorded in #8.2.

9. |Fix the malfunction.

start: times and dates on this form.

10. |Once the malfunction is fixed, re—startthesmemperSOPiﬁthadbeenshutdown,andrecord

systemmsmﬁofwvﬂcehbommsmn 1 of this form.

11 Recorddatema!malﬁmdionooumed,datethatmsffuncﬁonwasrepaimd, and total time that

it in the Start-up, Shutdown, Malfunction

Fomn file.

12. |Sign this form # and
contact the site

= - proces . 3 gineer immediate

Signature:

WMO01800



STARTUPISHUTDOWNMALFUNCTOON REPO
Section 1 - GCCS Components and Comments

RT FORM
SITE NAME:

Cottonwood Hills RDF

T [Control Device or Fue! Skid - descride:

Esasmm-m: oY Flozs
Moritoring/Recording Equipment - escribe :

Comments: F ’ ’ i
GCCS constevctiond « Shvfel carm to connsel NEW 29 Hgntég,& | 7T e

Section 2 - All Events
Event Description SOP* Followed?

Type

of

Event Date/Time Stant Date/Time End Durstion (howrs) (uSe puli-own menu} No™
T snu //-/Z'/%//.Saé S 7.1

/ ¥

L - 110204 L7z | O

7] Mattunction Complete Section 3 Below
’standwd()pers&ngProeedwe(SOP)fchlarMSkidS&amps(Mamnl&Mm\ﬁc)msmms'eprwﬂedhswman

*if SOP in SSM Pian wes not foilowed, noﬁfysitaenghmrimmdhh&y.

Section 3 - Malfunction Events Only

E Checs one of the. for aach step:

4

Step Corrective Action Procedures for All Maif

control equipment.

1. IDetermine if the malfunction is causing an unsafe operating condition (air entering landfill o piping,
smoking, vibration, or other problem), which may harm peopie, the environment or the landfill gas

| conditions are unsafe, notify your supervisor and foilow steps under No. 3

ar detect uncombusted gas flow?).
11 Iandfill gas is being released, foliow steps under No. 3

2. |Determine if landfill gas being released to the atmosphere (can you smell iandfill gas, or measue

3. |if unsafe operating condition exists, or landfill ges is being reieased to the atmosphere,
stop (if possibie) landfill gas fiow by one or more of the following:

&. Close nearest vaive to source of emissions

b. Place a temporafy cap on piping

c. Apply other device (i.e. duct taps)

d. Shut down blower

. Turm off main power disconnect switch to blower

neededmmammcﬂoncﬁagnosis,
Ifolherpersonneiormsmmsarenotneeded, gotoNg. &

5. [Contact qualified personnel or resource.
a. Record contact name, date and time:

b. Contact site representative with information recorded in #5.a.

6. _|Stert malfunction diagnosis.

contractor, on-site resources, manufacturer's representative, or other).
§f other resources are not needed, go to No. 9

7. |Determine if other resources are needed to fix the malfunction (qualified technician, electrician,

8. iContact other quaiified resource:
a. Record contact name, date and time:

b. Contact site representative with information recorded in #8.8.

9. |Fix the malfunction.

start: times and dates on this form.

10. [Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record

11. |Record date that malfunction ooamad,da:ematmalfuncﬁonwasrepaixed,am total time
5 mwasoutofservicehbomlnSection 1 of this form.

that

ce it in the Stant: Shutdown, Malfunction

Form file.

12. {Sign this form. Rand

7 engineer immediately.

1. |1t the procedures listed above were not foliowed contact

WMO01801




STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - GCCS Components and Comments SITE NAME: Cottonwood Hills RDF
Control Device or Fue! Skid - describe:
ﬁGﬂst‘ﬁ_‘, mit - doscrbe : OYeEN’ S lezs
Comments: ) v
N itesego Ran oot Celiitet tenk.
Section 2 - All Events
Event Description SOP* Foliowed?
Type
of
Event Dale/Time Stant Date/Time End Durstion (hours) (use puli-gown meny) Yes No™
T snudown (- 1614/ 2154 1G.o B
g iweeza /1se | o 1 X
] wattunction Complete Section 3 Below
'swmdowaﬁmpmaedm(sop)rom!aeﬁuelsmswmps(mm&' ) and She are provided n SSM Plan
1 SOP in SSM Plan was not followed, notify sits engineer immediataly.
Section 3 - Malfunction Events Only
] } Cheock one of the for each step:
Not App

Corrective Action Procedures for All Matfunctions

Determine if the malfunction is causing an unsafe operating condition (air entering landfill or piping,
smoking, vibration, or other probiem}, which may harm peopie, the environment or the landfili gas
control equipment.

If conditions are unsafe, notify your supervisor_and foilow steps under No. 3

Determine if landfill gas being released to the atmosphere (can you smell tandfill gas, or measue
or detect uncombusted gas flow?).
H landfill gas is being Je d, steps under No. 3

If unsafe operating condition exists, o landfill gas is being released to the etmosphere,
stop (if possibie) fandfill gas fiow by one or more of the following:

a. Ciose nearest valve to source of emissions

b. Place a temporafy cap on piping

. Apply other device (i.e. duct tape)

d. Shut down blower

e. Turn off main power disconnect switch to blower

{. Other {Describe):
Note: If flare is shut down ﬁo&owahutdownSOPandrecordshutdmﬂnﬁmehSecﬁmf above

 Contact qualified personnel or resource:
a. Record contact name, date and time:

b.WWmmhﬁ.a.

Start matfunclion diagnosis.

Determine if other resources are needed fo fix the malfunction (qualified technician, electrician,
contractor, on-site resources, manufacturer's representative, or other).
f other resources are not needed, go fo No. 9

Contact other guaiified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in #8.a.

Fix the malfunction.

10.

Once the malfunction is fixed, m»startmesystemperSOPifithadbeenshutdown, and record
start-up times and dates on this form.

11,

{Recorddatethaimaifundbnooumed,datemalmalfmc&onvasmpa’red, and fotal time that
sysuemwasoutofservicembominSeoﬁon 1 of this form.

12

Sign this form, €0 and it in the Start-up, Shutdown Malfunction Report Form file.

13.

1f the procegures listed above Were notioltwed, contact the site engineer immediately.

Signature:

WMO01802



